
 

Rufco Shield window and door flashing is a superior self-adhering air/vapor barrier and waterproofing membrane. Rufco 
Shield seals window perimeters to building substrates to create an impenetrable barrier. This polyethylene backed aggressive 
rubberized adhesive membrane can be applied to vinyl, plywood, OSB, concrete, metal, aluminum, polyethylene, building 
wrap products, block and masonry surfaces to form an air/vapor moisture barrier system. Rufco Shield can be installed and 
left exposed for 120 days without any UV degradation. 
 
 

 
 
 
 

• Window and door perimeters to the building substrate  
• Joints in stucco insulation systems 
• Sheet rock joints in roof assemblies 
 

 
 
 
 

Surfaces should be clean, dry, and free of dirt and other foreign matter.  There should be no solvent-based caulks used in 
conjunction with Rufco Shield, Rufco Shield eliminates the need for caulk. For best results, Rufco Shield should be applied at 
a temperature above 50°F (10°C).  For applications from 20°F to 50°F (-6°C to 10°C), we recommend 3M Super 77 Spray.  
This material must be stored in a warm area prior to use and used with Rufco Shield.  When used as an air/vapor barrier  
system, all lap and butt joints must overlap a minimum of 4". Masonry ties should be placed on top of the Rufco Shield and 
sealed with Raven Industries RWS165 Seaming Tape.  Cut a piece of Rufco Shield in a length that can be easily handled. 
Begin application by removing approximately 12 inches of the release paper and center the tape over the area being sealed. 
Firmly roll the Rufco Shield against the surface and continue pulling off the release paper while rolling the tape into place.  
Rolling the Rufco Shield is essential to achieve 100% surface contact and will help minimize trapping air beneath the tape. Do 
not stretch Rufco Shield. Lap building wrap material 4" on top of Rufco Shield and seal the building wrap to the Rufco Shield. 
 

 
 
 

 

• Color:    Black      RS475B 4” x 75’  12        25 
• Thickness:   25 mils      RS675B 6” x 75’   8        25 
• Tensile Strength:  975 psi       ASTM D412   RS925B 9” x 75’   4        25 
• Elongation:   over 500%      ASTM D412                RS940B             9” x 75’   4        40 

(rubberized adhesive only) 
• MVTR:    0.01 perms max.   ASTM E-96  
• Max. Exposure Time:  120 Days 
 

Rufco Shield flashing tape passes the hurricane level wind- 
driven rain testing.  
(ASTM E331-90, Test Method for Water Penetration of Exterior Windows)  
 
 

 
 
 
 
 

P.O. BOX 5107   Sioux Falls, South Dakota 
Sioux Falls, SD 57117-5107 Springfield, Ohio 
(605) 335-0174 
(605) 331-0333 FAX  www.rufcowrap.com 
800-635-3456    
 

 


